
 

Item Part Number Quuppa-IT001 Quuppa-IT002 Quuppa-IT005 Quuppa-BC001 Quuppa-IT007 Quuppa-KF001 Quuppa-KF600 Quuppa-WB200 Quuppa-BOP01 Quuppa-DK001

Protocols   

Dimensions (mm) 48 x 11 64 x 11 70 x 49 x 22 86 x 54 x 2.9 85.6 x 54 x 5 50 x 35 x 11.5 48.5 x 38 x 9.1
Tag: 36.5 x 32 x 11

Band: 241
 36 x 24 336 x 264 x 30

Material ABS
ABS

PVC stickers
ABS PC

PC/ABS  

Stainless steel

Silicone 

Stainless steel
Aluminium Alloy

Corrugrated 

paper EVA

Battery type
2xAA

Replaceable

CR2032 

Replaceable
 

Battery lifetime up to 8 years up to 5 years

Transmision Range  

Operating & Storage 

temperature
 

Printing

Silk screen 

printing

Laser

Offset printing

 Laser

Silk screen 

printing

Laser

Offset printing

 Laser

Silk screen 

printing

HP printing

Offset printing

Laser

Silk screen printing

HP printing

  

Press Switch Button No  

Other features
Only for IT001, 

IT002, and KF001
 

Beacon attachment
Strong 

adhesive

Thin magnet 

Screws

Rivets

Nails

Strong 

adhesive

Velcro

Strong 

adhesive

 Velcro

Lanyard

 YoYo
key ring key ring

IP rating  

Certifications  
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CR2032

Yes

up to 5 years up to 3 years up to 3 years up to 5 years

Offset printing

 Laser

Silk screen printing

HP printing

Silk screen 

printing

Laser

PC

CR2032 

Replaceable
CR2016 

CR2016

 Replaceable

No Yes

up to 100 meters

 -30°C up to +60°C

Quuppa tags

Rue de Lausanne 47, CH-1110 Morges, Switzerland

Two LEDs

Accelerometer sensor

NFC Forum Tag Type 5

IP68 certified

Quuppa, BLE, CE, FCC, ISED, RoHS, Reach 

Fully Quuppa compatible

NFC Forum Tag Type 5
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